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INTRODUCTION 

The Mission 700 Series is a carefully structured range of technologically advanced loudspeakers, designed to compliment the whde range of 
Audio and Home Cinema electronics. With Mission's impeccable standards of construction and finish, the 700 series compliments virtually any 
decor. Uniformity of design throughout the enlira series allows you an almost unlimited choice of combinations while retainingharmony of style. 

Mission's integrated approach ensures that a uniform acoustic identity is maintained throughout the entire 700 series. This low obsolescence 
approach protects your investment. You can, for example, start with the entry-level 700 speakers in a basic stereo system. Upgrading to a 
larger, perhaps floor standing, model you can use the 700s for superb rear effects in an Audio-Visual installation, complimented by one of the 
three centre channel loudspeakers. As a finishing touch, our active subwoofer will bring you phenomenal Home Cinema effects. Through all 
these moves your system's sonic character will stay consistent. 

Your Mission 700 loudspeaker system will bring you great listening pleasure over many years. Thank you for purchasing our predicts. 
THE 700 SERIES 

CONVENTIONAL LOUDSPEAKERS 



700 


Two-Way, Stand/Bookshelf Mounting 


CENTRE CHANNEL LOUDSPEAKERS 


701 


Two-Way. Stand Mounting 


70C1 Two-Way Model 


702 


Large Two-Way, Stand Mounting 


70C2 Two-Way, Three Unit 


703 


Large Two-Way, Stand Mounting 


70C3 Two-Way, Three Unit, Bi-Wireable 


704 


Three-Way, Floor standing, Bi-Wireable 


705 


Large three-Way. Floor standing, Bi-Wireable 


SUBWOOFER 


705a 


Large three-Way. Floor standing, Bi-Wireable with Active Bass 


70AS Active Bass Subwoofer, Fully connectable 
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A Important Safety Instructions 

IMPORTANT! READ BEFORE OPERATING THIS EQUIPMENT! 

ATTENTION! The exclamation point on the left draws A 
your attention to important instructions and safety /f\ 
procedures in this manual. / » \ 

The lightning flash warns you of the risk of electrical J\ 
shock presented by components inside this product. /A\ 
Unauthorised personnel must not open this unit. / * \ 

WARNING: ■ To reduce risk of electrical shock do not remove the unit 
cover or back. There are no user serviceable parts in this product, 
WARNING: - To reduce the risk of electric shock, do not expose this 
equipment to rain or moisture. 

SAFETY COMPLIANCE: Mission loudspeakers are compliant to EN 
60065 and bear the CE mark. 

EMC COMPLIANCE: Mission loudspeakers are compliant to EMC 

standards EN 5501 3 and EN 55021 as relevant. 

READ ALL THE INSTRUCTIONS: All the safety and operating 

instructions should be read before the product is operated, 

RETAIN INSTRUCTIONS: The safety and operating instructions 

should be retained for future reference. 

HEED WARNINGS: All warnings on the product and in the operating 
Instructions should be adhered lo. 

FOLLOW INSTRUCTIONS: All operating and use instructions should 
be followed. 

CLEANING: Unplug this product from the mains before cleaning. Do 
not use liquid or aerosol cleaners. Use a damp cloth for cleaning. 
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Mission 700 Series Loudspeakers 

WATER AND MOISTURE: Do not use this product near water - for 
example, near a bath tub, wash bowl, kitchen sink, or laundry tub, in a 
wet basement; or near a swimming pool and the like. 

ACCESSORIES: Do not place this product on an unstable cart, 
stand, tripod, bracket, or table. The product may fall, causing serious 
injury to a child or adult and serious damage to the product. Use only 
with a cart, stand, tripod, bracket or table recommended by the 
manufacturer, or sold with the product. Any mounting of the product 
should follow the manufacturer's instructions, and should use a 
mounting accessory recommended by the manufacturer. 



MOVING THE PRODUCT: A product and cart 
combination should be moved with care. Sudden 
stops, excessive force, and uneven surfaces may 
cause product and cart to overturn. 




VENTILATION: Slots and openings in the cabinet are provided for 
ventilation, to ensure reliable operation of the product and to protect it 
from overheating. These openings must not be covered or blocked, 
for example by placing the product on a bed, sofa, rug or similar 
surface. This product should not be placed in a built-in installation 
such as a bookcase or rack unless proper ventilation is provided or 
the manufacturer's instructions have been adhered to. 
POWER SOURCES; Mission active loudspeakers should be operated 
only from the type of power source indicated on the marking label. If 
you are not sure of the type of power supply to your home, consult 
your Mission deater or local power supply company 
ATTACHMENTS: Do not use attachments not recommended by the 
product manufacturer as they may cause hazards. 
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Mission 700 Series Loudspeakers 

CAUTION! POLARISED CONNECTOR (115V PRODUCTS ONLY) 

Match the wide blade of plug to wide slot of the socket and fully insert. 
Attention: Pour eviter les chocs electriques, introduire la lame la plus 
large de la fiche dans la borne correspondante de fa prise et pousser 
jusqu'au fond. 

Do not alter or remove this plug if it does not fit your mains power 
socket. Have a suitable socket installed by a competent electrician, 
NOTE FOR UK CUSTOMERS: Mission active loudspeakers are 
equipped with a power cable terminated by a fused 13A UK mains 
plug. This plug should not be removed but if it is removed, dispose of 
it safely and do not re-use it. To connect a new 13A plug, proceed as 
follows: Connect the brown wire to the terminal marked L or coloured 
red. Connect the blue wire to the terminal marked N or coloured 
black. The internal plug fuse should be 3 A. 
POWER CORD PROTECTION: Route power supply cords so that 
they are not likely to be walked on or pinched by items placed upon or 
against them, Pay special attention to cords at plugs, convenience 
receptacles, and the point where they exit from the product. 
LIGHTNING: For added protection for this product during a lightning 
storm, or when it is left unattended or unused for long periods of time, 
unplug it from the wall outlet and disconnect the antenna or cable 
system. This will prevent possible damage to the product. 
OVERLOADING: Never overload wall outlets, extension cords, or 
integral convenience receptacles. This can result in an increased risk 
of fire or electric shock. 

OBJECT OR LIQUID ENTRY: Never push objects through openings 
or pour liquids into this product as they may touch dangerous voltage 
points or short-out parts that could result in a fire or electric shock. 



Important Safety Instructions A 

HEAT: The product should be situated away from heat sources such 
as radiators, stoves, or any other products that produce heat. 
SERVICING: Do not attempt to service this product yourself as 
opening or removing covers may expose you to dangerous voltage or 
other hazards. Refer all servicing to qualified service personnel. 
CONDITIONS REQUIRING SERVICE: Unplug this product from the 
wall outlet and refer servicing to qualified service personnelwhen: 

• The power supply cord or plug is damaged. 

• Liquid has been spilled, or objects have fallen into the product. 

• The product has been exposed to rain or water. 

• The product has been dropped or damaged in any way. 

• The product does not operate normally by following the operating 
instructions. (Adjust only those controls that are covered by the 
operating instructions. Improper adjustment of other controls may 
result in damage requiring extensive work by a qualified technician 
to restore the product to its normal operation). 

• The product exhibits a distinct change in performance. 
REPLACEMENT PARTS: When replacement parts are required, be 
sure the service technician has used replacements specified by the 
manufacturer or having the same characteristics. Unauthorised 
substitutions may result in fire, electric shock, or other hazards. 
SAFETY CHECK; Upon completion of any service or repairs to this 
product, ask the service technician to perform safety checks to 
determine that the product is in proper operating condition. 
PRODUCT SERVICE CENTRES; For product service or technical 
advice, contact only authorised Mission service centres. Principal 
centres are listed on the inside back cover of this instruction manual. 
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User Instructions 

GENERAL INFORMATION 

Please read these instructions carefully before installing your 
loudspeakers. A few minutes spent studying this manual will ensure 
superb results and give you pleasure for many years. 
To get the best results from your loudspeaker 

• When making loudspeaker connections, switch the amplifier off. 

• When you switch on your system or change sources, set the 
volume control at minimum and turn the level up gradually. 

« DO NOT use your amplifier at full volume. 

• Avoid extreme settings of lone controls or graphic equalisers. We 
suggest they should be set 'flat" or, where possible, bypassed. 

• Ensure that all loudspeakers in the system are correctly wired and 
are in phase. 

• DO NOT subject your loudspeakers to excessive cold, heat, 
humidity or sunlight. 

• DO NOT place heavy objects on top of loudspeaker cabinets. 

• DO NOT connect your passive loudspeaker to the mains electricity 
supply. 

- DO NOT attempt to dismantle the loudspeaker. There are no user 
serviceable parts inside it and you will void the warranty. 

• Site hi-fi electronics away from the loudspeakers on a rigid stand or 
cabinet. Loudspeakers should not be placed directly facing other 
hi-fi units, or share the same shelf or cabinet. 

• Site conventional speakers and subwoofers at least 450mm away 
from TV sets, computers etc. Centre channel speakers are 
screened and may be safely used in close proximity to these units. 

• Run your speakers in for 24 hours to optimise their performance. 
English 



Mission 700 Series Loudspeakers 

UNPACKING 

Remove all the staples from the carton. Carefully unpack your 
loudspeaker retaining all the packing materials so that your 
loudspeaker can be shipped without damage. 
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FITTING SPIKES TO FLOOR STANDING LOUDSPEAKERS 
Models 703, 704, 705 and 70AS 

Invert the loudspeaker and place the top on a soft surface. 

Screw a nut on each spike and place a washer over the nut. 

Screw the spikes into the bushes fitted in the base of ihe cabinet. 

Carefully return the loudspeaker to its normal position. 

Adjust the height by screwing in or out one or more of the spikes until 

the loudspeaker is stable and level. 

Model 705A Active Loudspeaker 

Unpack the isolation plinth, mounting screws, spikes set and washers. 
Invert the loudspeaker and place the top on a soft surface. 
Attach the plinth with the supplied mounting screws. 
Screw a nut on each spike and place a washer over the nut. 
Screw the spikes into the bushes fitted in the base of the plinth. 
Carefully return the loudspeaker to its normal position. 
Adjust the height by screwing in or out one or more of the spikes until 
the loudspeaker is stable and level. 

Important Note: Ensure that spikes do not pierce objects such as 
mains cables, which may be concealed under the carpet. 
For delicate flooring, adhesive rubber feet are supplied which can be 
used instead of spikes. 

MODELS 700, 701 702: These loudspeakers should ideally be stand 
mounted on rigid, spiked stands. Your dealer will advise you. 
MODEL 705 Active Loudspeaker see diag. opposite. 
MODELS 70c1.70c2. and 70c3: Refer to pacje S 
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INSTALLING YOUR LOUDSPEAKERS 
Terminal Panels 

Mission 700 series loudspeakers have panels with either two or four 
terminals. When connecting a four-terminal panel conventionally, 
ensure that the shorting links are installed as shown below. 



700 Series Loudspeaker terminal panels 



!sr: imI 



2 terminal 




Bum ring 

#3 



LF 



inks inserted links removed 



2 Terminal Models 

700, 701,702, 

70c1,70c2 

4 Terminal Models 

703, 704, 705. 70c3 

705a: see page 9 

70as: see pages. 10-11 



Conned the red, positive (+) terminal of (he Left loudspeaker to the 
corresponding red, positive (+) terminal on the amplifier. Connect the 
black, negative (-) terminals similarly, Repeat for the Right Channel. 

BI-WIRING AND BI-AMPING 

Some Mission speakers have four terminals providing direct access to 
the high and low frequency filler networks and their drive units. To bi- 
wire your speakers remove both pairs of shorting links and connect a 
cable to each pair of terminals, running ihem to a common connection 
at the amplifier output terminals. 

You can extend the bi-wiring concept by using separate amplifiers for 

LF and HF drive units. This process is known as bi-amping. 

Correct polarity is essential when bi-wiring or bi-amping loudspeakers. 



Connecting Loudspeakers 

Conventionally, a loudspeaker is connected to an amplifier with a two- 
core cable. Speaker cable is usually polarity coded along one edge. 



Carefully split the cable to a depth 
of about 25mm. Strip 8mm of 
insulation from each wire, If Ihe 
cable is stranded, gather the ends 
with a twisting motion. 



Unscrew each terminal. Thread the bare end of the 
cable through the cross-hole ensuring there are no 
loose strands. Tighten securely. 



Connecting Loudspeakers 
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POSITIONING 

Mission loudspeakers are designed to be used directly on the floor 
(ideally with spikes) or on stands, depending on the model. 
When positioning your speakers, be aware that their distance from 
the rear wall can profoundly affect their sonic performance. If your 
speakers are too close to the wall the bass will boom and sound 
coloured. Moving them into the room may increase clarity but will tend 
to reduce bass output. When positioned correctly, the high frequency 
response is smooth with well-defined, powerful bass. 
Start with the speakers about 20cm from the wall and 1.8 metres 
apart. The distance from each loudspeaker to the side wall should be 
at least 0.5 metres. Vary the distance between the two loudspeakers 
and between them and the wall until you get a perfect stereo stage. 
Run in your loudspeakers for at least 24 hours before final 
positioning, 



_ 



_ 




A few minutes spent 
adjusting your loudspeakers 
to match your listening 
environment will be 
rewarded with a three 
dimensional soundstage 
limited only by the quality of 
your equipment. 



PHASING 

If your loudspeakers are wired correctly, the sound should be full with 
clean treble and a deep, rich bass. The image should be solid and 
stable, with pinpoint definition. If the sound is thin with poor focus, 
your loudspeakers may be out of phase. 

To check that your loudspeakers are in phase, place them facing 
each other about 150mm apart and play some music with extended 
bass. If the bass and the overall sound level is poor, the system is out 
of phase. Switch off the amplifier and reverse the connections to ana 
loudspeaker only. Switch on the amplifier and play the same piece of 
music You should now hear a louder sound with extended bass. 

ANCILLARY EQUIPMENT 

The cable used with your system has a noticeable effect on sound 
quality, After extensive research, Mission has developed Duet and 
Quartet, directional cables of high purity and definition specially 
designed for standard and bi-wiring applications, 
The quality of your ancillary equipment affects the system's dynamic 
range and influences the performance of your loudspeakers, 
MISSION and CYRUS amplification will optimise the performance of 
your loudspeakers. 

MAINTENANCE & SERVICE 

We suggest you lighten the fixings on the bass drivers periodically to 
keep them secure. DO NOT touch high frequency drive unit fixings. 
Use a barely damp soft cloth to clean your cabinets and, occasionally, 
a light spray polish to protect their sheen. Remove grilles before 
brushing them carefully with a soft brush. 
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Mission 700 Series Centre Channel Loudspeakers 



INTRODUCTION 

Mission Centre Channel loudspeakers have been designed to 
reproduce dialogue and on-screen effects in a Home Cinema 
installation. Mission 700 Centre speakers are magnetically shielded 
and may be placed close to a TV set without causing interference. 
POSITIONING THE BADGE - Model 70c3 only 

Two locations are provided on the 
70c3 tor the Mission badge, 
enabling you to operate the 
loudspeaker horizontally or 
vertical y. 

Locate the mounting recess and 
press the badge gently into place 
through the grille material on the 
cabinet baffle 




ATTACHING THE FEET 

Four adhesive mounting feet are provided. Having chosen vertical or 
horizontal operation, peel off Ehe backing paper and firmly attach a 
foot about 25mm from each corner of the loudspeaker base, 

CONNECTIONS AND PHASING 

Your Centre Channel loudspeaker must be connected to the Centre 
loudspeaker terminals of your home cinema amplifier or receiver. 
Follow the instructions on Pages 4 and 5 for guidance. 

Note: The 70x3 has a four terminal panel and is fully bi-wireable. 



POSITIONING YOUR CENTRE CHANNEL LOUDSPEAKER 

In normal use your Centre loudspeaker will be sited on top of the TV 
monitor, or on a shelf in a console below the TV set. If you are placing 
the loudspeaker on top of the TV monitor, ensure that the monitor 
cabinet can stand the weight of the unit and that the assembly is 
stable. Consult your TV dealer if you are in any doubt. 

SETTING UP AUDIO VISUAL LOUDSPEAKERS 

A typical home cinema layout is shown below, it is important that the 
centre, front and rear speakers are set to the same sound level as 
perceived from the listening position. If your processor or amplifier 
has auto-set up, use it. Follow your handbook instructions carefully. 



Small speakers 

10 -20 on. 
Large speakers 
can be further 
away Irarr >va 



Main Speakers- Centre- Subwocfer- 
Place centrally Place centrally Place at least 
either side of TV on or below TV 05m from TV 
1 .8 - 3 metres 
. i-3ppx> 



Reai Speakers- 
:e Italy to listening i 
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MAINS VOLTAGE - MISSION ACTIVE LOUDSPEAKERS 

The operating voltage of Mission Active speakers is marked on the 
control panel. This voltage should correspond to your mains supply. 
230V Products Voltage Range 220V-24OV 

115V Products Voltage Range 110V-120V 

If you move to an area with a different mains supply, consult your 
MISSION distributor to arrange for conversion of your unit. 

THE MISSION 705a ACTIVE LOUDSPEAKER 

The Mission 705a is a high power version of the 705 with a large 
wattage amplifier driving the LF units for powerful, dynamic bass 
reproduction. The midrange and treble units are conventional. 
How the 705a works 
The Midrange (MF} and Treble (HF> 
units operate conventionally with 
regular crossovers. The two bass 
units are powered by a dedicated 
amplifier/ crossover network. 
High level signals fed in via the Bass 
loudspeaker terminals are attenuated 
to reduce their output to line level 
before joining up with the Line Input. 

The signal is then fed via the level , 
.... Levei Conn 

control into the bass amplifier. 

When the 705a bass amplifier is directly driven via the line input, 
distortion is minimised. As the system amplifier now drives only MF 
and HF units, sound levels, dynamics and transients are all improved. 




© 

CD 

®- 



© 



7eSaACriV£ LDUDS-PEAKtR 



& A 



FimlLJn 




MISSION 705a ACTIVE LOUDSPEAKER - REAR PANEL 

1 ) Power/Standby Light - Indicates readiness level of the 705a 

2) Input Level - Adjusts the bass output level of the 705a 

3) Line Input - Connect to Pre-amp/Subwoofer RCA Phono output 

4) HF Input - Connect to loudspeaker terminals of amplifier 

5) MF Input - Connect to loudspeaker terminals of amplifier 

6) LF High Level Input - Conned to speaker terminals of amplifier 

7) Mains ON/Off Switch - Applies power to the 705a 
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SETTING UP YOUR 705a ACTIVE LOUDSPEAKER 

Unpack your speakers carefully, attach the spikes or rubber feet and 
position them in approximately the intended locations, (see Page 3-5). 

CONNECTING POWER (Referto the rear pane! view on page 7). 
Check that the power switch ® is off and connect the power lead to 
the mains supply. DO MOT switch on the power on the 705a or the 
system until all connections have been completed. 

1, CONNECTING THE 705a VIA THE HIGH LEVEL INPUTS ONLY 

Connecting the 705? via the high level inputs is carried out as you 
would a conventional loudspeaker. As Hhe 705a is a three way unit, 
you have a choice of three wiring systems. (See page 4 for details). 

Single wired Bi-Wired Tn-Wircd 
You mayuse -(j»0) . (@0; ; (®0J - 
this connexion ^YY IT VZ. 
only when - («0) - (® 0) : . (@0) « 
the line input T" JL _ , _ 
is not used -(90),', (f@);(f 0)', 

When using high level connectors only, it is good practice to to run 
two cables from the loudspeaker sockets from your amplifier to the 
705a, one to the LF terminals, and the other to the MF and HF units. 
We regard bi*wfring as a minimum, tn-wiring being a further option. 

2. CONNECTING THE 705a VIA LINE AND HIGH LEVEL INPUTS 

Connect a single phono cable from the left channel of your 
preamplifer output to the line input CD of the left 705a loudspeaker- 
Repeat for the right channel, You may need a socket doubler if these 
sockets are already in use, Ask your dealer if you are in any doubt. 
You must not use the subwoofer output for this purpose. 


Now connect a cable from the loudspeaker 

terminals of your amplifier to the high level ^^^ ms (A'\ 

MF and HF terminals of each 705a. Pay t&a mo ^-/ 

attention to cable polarity (pages 4&5). 

Ensure that the LF terminals of your 705a TcSwato^;*}) ♦ 

speakers are left unconnected and that the ^fj^ JL X, 

Right and Left channels are not mixed up! mD ' V&^VJ .;, 

SETTING UP THE 705a 

Set Ihe Level Control on both 705a loudspeakers to minimum. 
Switch your audio system on and then switch on the 705a speakers. 
Play some music with an even spread of frequencies and with the 
bass balanced between the channels. Adjust Ihe Input Level ® by 
small increments on each loudspeaker so that you get a clean, deep 
bass, well spaced and not overwhelming. 

Auto Swiich-Qn/Switch Off 

Your 705a can be safely left on continuously, It will power on when it 
sees an audio signal and switch to Standby when no signal is present, 

A note concerning Relative Phase [This applies to Method 2 only) 

Most power amplifiers like that in the 705a 

are non-invertinq, - input and output are in „. . . 

phase. A few amplifiers invert the signal, so Amciifier 

the input and output are out of phase. If you 

use such an amplifier, the MF and HF units 

will be out of phase with the LF unit and inverting 

the bass will be indistinct. To solve this Amplifier 

problem, swap the connections to the 

+ and - loudspeaker terminals of both channels of your amplifier, 


"nglsh 
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THE MISSION 70as 

The 70as is a high power active subwoofer. Although it has been 
developed to match Mission 700 Series loudspeakers it will 
complemenl any Home Cinema installation. 

SETTING UP AND POSITIONING YOUR SUBWOOFER 

Unpack your subwoofer carefully and attach the spikes or rubber feet. 
Position the subwoofer about 20cm from the wall, ideally between the 
front speakers. Placing the subwoofer close to the wall will boost the 
bass, while increasing this distance may help to minimise boom. Try 
not to place the subwoofer too close to the corners of the room. 
Do not place the subwoofer within 0.5m of your TV screen or any 
magnetically sensitive object, Never place any item containing liquid 
(such as a vase of flowers) on top of the subwoofer. 
Refer to pages 1-5 of this manual for further guidance. 
CONNECTING POWER (Refer to the rear panel rear view opposite). 
Check that the power switch w is turned to the off position, connect 
the power lead to the mains supply, DO NOT switch on Ihe power 
until all connections have been completed. 

LINE LEVEL INPUT CONNECTION 

If your amplifier has either a preamplifier output or a line level 
dedicated subwoofer output, connect this output via a suitable phono 
cable to the line input © of the subwoofer. If your amplifier's 
subwoofer line level output is mono, connect a single phono cable to 
the left line input socket on the subwoofer - this is quite satisfactory. 
Line level connection achieves the best performance and has the 
advantage that you need not disturb your existing loudspeaker wiring. 




.• ♦ 



MISSION 70as ACTIVE SUBWOOFER - REAR PANEL 

1) Input Level - Adjusts the overall volume of the subwoofer 

2) Phase Control - Continuously adjustable between 0" and 180" 

3) X-Over Control - Adjusts crossover point of sub. from 40 - 1 80Hz 

4) Power/Standby Light - Indicates readiness level of the 70as 

5) Line Input - Connect to Preamplifier RCA outputs (Sub or line) 

6) High Level Input L - Conned to left speaker output of amplifier 

7) High Level Input R - Connect to right speaker output of amplifier 

8) High Level Output L - Connect to left loudspeaker 

9) High Level Output R - Connect to right loudspeaker 

10) Mains ON/Off Switch - Applies power to the 70as 
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Switc h your audio system on and then switch on the subwoofer. 
Adjusting the Level Control 

Play some music with an even spread of frequencies. Adjust the 
subwoofer level until it is difficult to tell whether the bass is coming 
from the sub-woofer or the loudspeakers. The best setting provides 
adequate bass "weight" without drawing attention to the sub-woofer. 

Line level Input 

If the subwoofer output of your preamplifier is adjustable set a level 
sufficient to provide adequate output from the subwoofer at high 
volume settings without overloading it. 

Phase adjustment 

The correct setting for the phase control will provide deep bass 
response integrating well with the front speakers. Although an 
incorrect setting will provide bass, the upper bass content in the 
music will be heavily reduced. The optimum setting for the control will 
probably be Q° (in-phase) or 180° (out of phase), 
Final Adjustments 

After establishing the phase setting which sounds best, fine adjust the 
phase by gently backing the control away from the end stop. Once 
again, aim for the smoothest bass sound. Finally, adjust the Level and 
Crossover controls slightly to either side of the previous best setting, 
preferably with a selection of different types of music programme. 
The system is now ready for use, 
Auto Switch-On/Switch Off 

Your 70as can be safely left on continuously. It will power on when it 
sees an audio signal and switch to Standby when no signal is present. 
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Specifications: 


705a 


70as 


Recommended Amplifier: (W/CH) 


25 -250W 


Active Unit 


Enclosure: 


3 Way Reflex 


Reflex 


Freq. Response: (±3dB) 


38H/-20kHz 


40 Hz-18QHz 


LF Response: (-6dB) 


30Hz 


28Hz 


Sensitivity: SPUM @2.83V 


89dB (MF:HF) 


Adjustable 


High Level Input Impedance: 


m 


m 


Power Amplifier: 


Line Input Sensitivity / Impedance: 


305mV/100ktt 


175mV/100kQ 


Power Output: Watts RMS 


120 


120 


Distortion: THD @ Full Power 


0.02% 


0.02% 


Drive Units: 


Bass" (Actively driven over the 
effective operating range) 


2 x 200mm 
PGC Cones 


255mm Pulp 
Cone 


Midrange: 


165mm GC 
Co no 




Treble: 


25mm 
Soft Dome 




Dimensions: (HXWXD) 


1400 x 255 x 
420mm 


450x410 x 
420mm 



Mission reserves the right to change all specifications without notice. E & OE 
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Specification: 


700 


701 


702 


703 

25-1 SOW 


704 


705 


70C1 


70C2 


70C3 


Recommended 
Amplifier: (VWCH)) 


25-75W 




25- 100W 


25-1 SOW 


25 - 250W 


25-250W 


25 - 75W 


25- 100W 


25-100W 


Enclosure: 


2 Way 
Reflex 


2 Way 
Reflex 

58Hz 
20kHz 


2 Way 
Reflex 


2 Way 
Reflex 


3 Way 
Reflex 


3 Way 
Reflex 


2 Way 


2 Way 
Reflex 


2 Way 
Reflex 


Freq. Response: (+3dB) 


65-z- 
20kHz 


55Hz- 
20kHz 


47Hz- 
20kHz 


42Hz- 
20kHz 


38Hz- 
20kHz 


60 Hz- 
20kHz 


5SHz- 
20kHz 


50 Hz- 
20kHz 


LF Response: (-6dB) 


55 Hz 


50 Hz 


45 Hz 


40 Hz 


35 Hz 


30Hz 


50Hz 


4«Hz 


43Hz 


Sensitivity: 

SPL/M @ 2.83V 


87dB 


89dB 


90dB 


9MB 


89dB 


89dB 


87dB 


89dB 


89dB 


Impedance: 




8£2 


m 


8Q 


8Q 


8Q 


SQ 


8Q 


SQ 


Drive Units: All drive units are magnetically shielded 


Bass: 


130mm 
Profiled 
GC Cone 


165 mm 
Profiled 
GC Cone 


200mm 
Profiled 
GC Cone 


200mm 
Profiled 
GC Cone 


200mm 
Profiled 
GC Cone 


2 x 200mm 
Profiled 
GC Cones 


130mm 
Profiled 
GC Cone 


2 x 135mm 
Profiled 
GC Cones 


2 x 165mm 
Profiled GC 
Cones 


Midrange: 










165mm 
GC Cone 


185mm 
GCCone 


Treble: 


25 mm 
Soft Dome 

342x 185 
x 257mm 


25mm 
Soft Dome 

450 x 215 
x 300mm 


25mm 
Sofl Dome 


25mm 
Soft Dome 


25mm 
Soft Dome 


25mm 
Soft Dome 


25mm 
Soft Dome 


25 mm 
Soft Dome 


25mm 
Soft Dome 


Dimensions: (HXWXD) 


520 x 255 
x 270mm 


950 x 255 
x 370mm 


1050x255 
x 420mm 


1400 x255 
x 420mm 


403 x 22C 
x192mm 


502 x240 
x 200mm 


560 x 300 x 
212mm 



Mission reserves [he right to change all specifications without notice. E 8 OE 
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Mission 700 Series 



WARRANTY CONDITIONS 

1. Your Mission 700 Series loudspeakers are warranted for 12 
months from the date of purchase. 

2. This warranty only becomes effective if the warranty card is 
completed by the Dealer and the Purchaser and relumed to 
MISSION or its distributor within 8 days of purchase. 

3. This warranty excludes damage caused through accident, 
misuse, neglect, wear and (ear, or a result of incorrect installation, 
adjustment or repair. 

4. This warranty excludes liability for damage or loss occurring 
during transit to or from the Purchaser. 

5. Warranty claims must be made through the original supplier, or, if 
this is not possible, through another authorised MISSION dealer. 

6. MISSION shall not be liable for any consequential damage, loss 
or injury arising from or in connection with the equipment. 

7. The cost of return carriage shall be bome by the purchaser. 

8. This warranty is personal to the original purchaser and is not 
transferable. 

9. If equipment returned is found to comply with the published 
specification, MISSION reserves the right to charge for inspection 
and return carriage. 

10. No Dealer or Distributor has any authority to vary the terms of this 
warranty. 

11. Unauthorised servicing renders this warranty void. 

12. Please retain a copy of your sales receipt should you have to 
return your loudspeakers to a MISSION Dealer other than the 
original supplier. 

These conditions do not affect your statutory rights as a consumer. 



Warranty and Service 



PRODUCT SERVICE 

Should a fault occur with your loudspeakers please return them as a 
pair, even if only one unit appears to be faulty. Please pack them 
correctly, using the original packaging. 

Product for service or repair should in the first instance be returned to 
the appointed MISSION Dealer, from whom you purchased the 
product. If you experience difficulties or have moved to an area 
where there is no MISSION Dealer, please contact the MISSION 
Distributor for your country the MISSION main Service Centre for 
your region. 

To the Purchaser: In order for us to bring you excellent customer 
support world-wide, please remember to register your purchase! 



MISSION GROUP 

Huntingdon 
Cambridgeshire 
PE18 6ED 

Tel: (44) 0 1480-451777, Fax: (44) 0 1480-432777 

Please return your completed 700 Series warranty card to 
Mission Group. 

If you are NOT a resident of the UK, please return the card to 
the appointed MISSION distributor in your area. 

A list of Mission's world-wide distributors is include d on page 16. 



& j sr 



